










- Insertion / removal durability : 10,000 cycles

- Mechanical Write Protection Switch

- Fully compatible with SD card spec. v1.1

- Forward compatibility to MultiMediaCard Version 2.11

- Support Copy Protection for Recorded Media (CPRM) for music and 

  other commercial media

FeaturesSpecifications
SD flash card connector

SD flash card

SLC

128M / 256M / 512M / 1G / 2G

Read : 16 MB/s, Write : 9 MB/s (SD80I)
Read : 18 MB/s, Write : 10 MB/s (SD80)

2.7V~3.6V

0.72W

-40°C~85°C (SD80I), -25°C~85°C (SD80)

-40°C~85°C

0%~95%

600G

20G (Peak-to-Peak), 20Hz to 2000Hz (Frequency)

24mm x 32mm x 2.1mm

2g

1,000,000 hrs

Interface (connector)

Form Factor

Flash Type

Capacity (GB)

Max. R/W Performance (MB/s)

Op. Voltage (V)

Power Consumption (W)

Op. Temp. (°C)

Storage Temp. (°C)

Humidity (%)

Shock (G)

Vibration (Hz/G)

Dimensions (mm)

Weight (g)

MTBF (hours)

USB Flash Modules

- High Speed USB 2.0 compliant

- Backward compatible with USB 1.1

- True Plug and Play functionality

- Fully compliant with open industry standards

- Write protection switch

FeaturesSpecifications
Interface (connector)

Form Factor
Flash Type
Capacity (GB)
Max. R/W Performance (MB/s)
Op. Voltage (V)
Power Consumption (W)
Op. Temp. (°C)
Storage Temp. (°C)
Humidity (%)
Shock (G)
Vibration (Hz/G)
Dimensions (mm)

Weight (g)
MTBF (hours)

(H) 10-pin USB port (pitch = 2.54mm for Normal 
       Type; pitch = 2.0mm for Low profile Type)
(V) 10-pin USB port (pitch = 2.54mm)

1”

SLC

512MB / 1GB / 2GB / 4GB / 8GB

Read: 33MB/s, Write: 20MB/s,

5V±10%

0.6W

0°C~70°C

-40°C~85°C

0%~95%

1500G, 0.5ms, 3 axis

20G (Peak-to-Peak), 20Hz to 2000Hz (Frequency)

(H) 37.80mm x 26.65mm x 9.7mm
(V) 31.80mm x 26.00mm x 7.00mm

8g

1,000,000hrs

Industrial SD Card / SD Card 



Industrial CF Card / CF Card

Interface (connector)

Form Factor

Flash Type

Capacity (GB)

Max. R/W Performance (MB/s)

Op. Voltage (V)

Power Consumption (W)

Op. Temp. (°C)

Storage Temp. (°C)

Humidity (%)

Shock (G)

Vibration (Hz/G)

Dimensions (mm)

Weight (g)

MTBF (hours)

Compact Flash, 50P

Compact Flash Card

SLC

32MB / 64MB / 128MB / 256MB / 512MB / 
1GB / 2GB / 4GB / 8GB / 16GB

Read: 45MB/s, Write: 45MB/s

3.3V±5% or 5V±10%

0.76W

-25°C~85°C (Industrial: -40°C~85°C)

-40°C~85°C (Industrial: -55°C~100°C)

0%~95%

1500G, 0.5ms, 3 axis

20G (Peak-to-Peak), 20Hz to 2000Hz (Frequency)

42.8mm x 36.4mm x 3.3mm

11g

1,000,000hrs (Industrial: 4,000,000hrs) 

Specifications

IDE Flash Modules

- Fully compatible with devices and OS that support the IDE 
 standard (44-Pin, pitch = 2.00 mm / 40 -Pin,pitch = 2.54 mm)

- Support up to PIO Mode 6 and Ultra DMA Mode 4

FeaturesSpecifications
Interface (connector)
Form Factor
Flash Type
Capacity (GB)

Max. R/W Performance (MB/s)
Op. Voltage (V)
Power Consumption (W)
Op. Temp. (°C)
Storage Temp. (°C)
Humidity (%)
Shock (G)
Vibration (Hz/G)
Dimensions (mm)

Weight (g)
MTBF (hours)

IDE 40P / 44P

IDE Flash Module

SLC

32MB / 64MB / 128MB / 256MB / 512MB / 
1GB / 2GB / 4GB / 8GB / 16GB

Read: 48MB/s, Write: 31MB/s

3.3V±5% or 5V±10%

0.9W

0°C~70°C

-40°C~85°C

0%~95%

1500G, 0.5ms, 3 axis

20G (Peak-to-Peak), 20Hz to 2000Hz (Frequency)

61.0mm x 26.9mm x 7.1mm (DOM40V--with housing)
52.0mm x 29.5mm x 6.9mm (DOM44V--with housing)
55.0mm x 30.4mm x 9.1mm (DOM40H--without housing)
46.0mm x 28.0mm x 6.0mm (DOM44H--without housing)

11.4g

1,000,000hrs

CF80
- Compliant with CompactFlash specification V3.0
- Support PIO Mode 0 to 6
- Support Multi-Word DMA Mode 0 to 4

CF300 / CF100I / CF200I
- Compliant with CompactFlash specification V4.1
- Support PIO Mode 0 to 6
- Support Multi-Word DMA Mode 0 to 4
- Support Ultra DMA Mode 0 to 5
- IEC 60068-2-27, IEC 60068-2-6

Features
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1.0” IDE SSD

- Fully compatible with 1.0-inch hard drive form factor and 
 interface (35-Pin FPC ZIF connector)

- Support up to Ultra DMA Mode 5

FeaturesSpecifications

Interface (connector)

Form Factor

Flash Type

Capacity (GB)

Max. R/W Performance (MB/s)

Op. Voltage (V)

Power Consumption (W)

Op. Temp. (°C)

Storage Temp. (°C)

Humidity (%)

Shock (G)

Vibration (Hz/G)

Dimensions (mm)

Weight (g)

MTBF (hours)

ZIF, 35P, 0.3mm pitch

1”

MLC

2GB / 4GB / 8GB / 16GB / 32GB / 64GB

Read: 30MB/s, Write: 10MB/s

3.3V±5%

0.9W

0°C~70°C

-40°C~85°C

0%~95%

1500G, 0.5ms, 3 axis

20G (Peak-to-Peak), 20Hz to 2000Hz (Frequency)

40mm x 30mm x 3.8mm

6g

1,000,000hrs

is default is optional*-40°C~85°C

Comparison Table

SATAInterface

Model

MLC Flash Support

SLC Flash Support

Trim

NCQ

S.M.A.R.T

Security Command

HW Purge

Industrial Temperature*

2.5” SATA SSD 1.8” SATA SSD mSATA CFast Card SATA Flash Modules2.5” Half SATA

CFInterface

Model

MLC Flash Support

SLC Flash Support

Trim

NCQ

S.M.A.R.T

Security Command

HW Purge

Industrial Temperature*

PATA SSD 1.0” IDE SSD IDE Flash Modules CF Card Industrial CF Card

USB

USB Flash Modules2.5” IDE SSD

SD

Industrial SD CardSD Card

PATA


